CONSTRUCT INCIDENTAL HOT—MIX ASPHALT
SURFACING TO PROVIDE POSITIVE

DRAINAGE. 777777

EXISTING PAVEMENT

MATCH EXISTING WIDTH

LANE TO

—VAR., WIDTH — SEE SHEDULE,
MATCH EXISTING. ENSURE
/ POSITIVE DRAINAGE.

,—EXTEND AGGREGATE WEDGE SHOULDER, TYPE B
THROUGH DRIVE AND INCREASE TO 8' OFFSET
FROM EDGE OF NEW PAVEMENT. TRANSITION TO
EXISTING MAILBOX TURNOUT AS REQ’D.

THE QUANITY FOR THIS IMPROVEMENT SHALL BE
INCLUDED IN THE QUANTITIES FOR AGGREGATE
WEDGE SHOULDER, TYPE B.

LIMITS OF AGG. WEDGE SHLD.
_TO BE PLACED ALONG PVMT.
TYP. EACH SIDE INTERSECTION

BE MILLED &
OVERLAYED

PROPOSED INTERSECTION DETAIL 1

FIELD ENTRANCES, UNIMPROVED SURFACE INTERSECTIONS AND DRIVES

/
EXISTING PAVEMENT

[~VAR. WIDTH — SEE SHEDULE,
| MATCH EXISTING. ENSURE
| POSITIVE DRAINAGE.

fPLACE AGGREGATE WEDGE SHOULDER,
/ TYPE B AT EDGE OF NEW PAVEMENT.

LIMITS OF AGG. WEDGE SHLD.
TO BE PLACED ALONG PVMT.

YP. EACH SIDE INTERSECTION

EDGE OF ROADWAY

11

MATCH EXIéT[NG WIDTH

LANE TO
BE MILLED &
OVERLAYED

PROPOSED INTERSECTION DETAIL 2

IMPROVED SURFACE INTERSECTIONS AND DRIVES WITHOUT EXISTING CURB AND GUTTER

* AGGREGATE WEDGE SURFACE MAY BE
EXTENDED PAST 8 TO PROVIDE 10%
MAX SLOPE OF NEW ENTRANCE. FIELD
VERIFY EACH LOCATION WITH ENGINEER.

-~ K8
MATC
EXISTW

T AGGREGATE WEDGEJ

SHOULDER, TY. B.

HMA SURFACE
COURSE,

1.5"

EDGE OF ROADWAY

EXISTING AGGREGATE OR
EARTH DRIVE SURFACE

EXISTING ROADWAY PAVEMENT

/2" SECTION

10° MIN.

—HMA SURFACE
COURSE,

EDGE OF ROADWAY

1.5

INCIDENTAL HOT—MIX—/
ASPHALT SURFACING

EXISTING IMPROVED SURFACE

ENTRANCE (0/C) EXISTING ROADWAY PAVEMENT

/ 8\ SECTION

CONSTRUCT HOT—MIX ASPHALT SURFACE
REMOVAL - BUTT JOINT AND INCIDENTAL
HOT—MIX ASPHALT SURFACING TO PROVIDE

POSITIVE DRAINAGE.

EXISTING CONCRETE
CURB AND GUTTER
TO REMAIN.

EXISTING PAVEMENT

1.8" SAW CUT, VAR. WIDTH —
SEE SHEDULE. PROVIDE BUTT
JOINT AND TEMPORARY RAMP.
MATCH EXISTING.

02'+ & VAR, DEPTH

TO END OF EXIST.
\RAD. SEE_SCHEDULE:
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LANE TO
OVERLAYED
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EDGE OF NEW MA#NJ/

LINE PAVEMENT

PROPOSED INTERSECTION DETAIL 3

IMPROVED SURFACE INTERSECTIONS AND DRIVES WITH CURB AND GUTTER

SAW CUT 1.5"—
MATCH EXISTING \

HOT—MIX ASPHALT SURFACEﬂ—\
REMOVAL — BUTT JOINT AND

INCIDENTAL HOT—MIX ASPHALT
SURFACING.

x
=
(o)
22'+ & VAR. TO EDGE OF &
EXIST. RAD. SEE SCHEDULE _|&
PROVIDE BUTT JOINT. b

L ~HMA SURFACE

VAR. ENSURE 2 | COURSE, 1.5

POSITIVE DRAINAGE o | L

i
‘
‘

RAMP |

EXISTING HMA SURFACE
ENTRANCE

EXISTING ROADWAY PAVEMENT

/ ¢\ SECTION
S| S

ROUTE NO.

SECTION

COUNTY

TOTAL
SHEETS NO.

SHEET

FAS 721 05~00111-00~RS FAYETTE 7 5
FEDERAL AID PROJECT ILLINOIS PROJECT RS—-0721 (221)
CONTRACT NO. 95645
PAVEMENT INTERSECTION SCHEDULE
APPROXIMATE_LOCATION | DESCRIPTION |DET. #|WIDTH |[DEPTH QUANTITY
RT. STA. 241+88 | TOWNSHIP ROAD (BAYLE CITY)| 2 | 58.7' | 10’ | 87.88 SY | 492 TON
LT. STA. 241+90 | TOWNSHIP ROAD (BAYLE CITY)| 2 | 43.9' | 10' | 72.40 SY | 4.05 TON
RT. STA. 362+04 | PRIVATE ENTRANCE 1 18 | 8 | 21.23 SY | 0.89 TON
RT. STA. 367+39 | PRIVATE ENTRANCE 1 34" | 8 | 4560 SY [1.92 TON
LT. STA. 372+44 | PRIVATE ENTRANCE 1 14" | 8 | 18.01 SY | 0.76 TON
RT. STA. 373+89 | PRIVATE ENTRANCE 1 19" | & | 227 SY | 0.93 TON
RT. STA. 379+95 | PRIVATE ENTRANCE 1 18 | 8 | 21.29 SY | 0.89 TON
LT. STA. 387+47 | PRIVATE ENTRANCE 1 19" | 8 | 28.52 SY [1.20 TON
RT. STA. 387+49 | PRIVATE ENTRANCE 1 177 | 8 | 20.71 SY | 0.87 TON
RT. STA. 395+70 | PRIVATE ENTRANCE 1 18" | 8 | 21.03 SY | 0.88 TON
LT. STA. 399+69 | PRIVATE ENTRANCE 1 18" | 8 | 23.85 SY [1.00 TON
RT. STA. 403+40 | PRIVATE ENTRANCE 1 19 | 8 | 22.08 SY | 0.93 TON
RT. STA. 415+98 | PRIVATE ENTRANCE 1 25 | 8 | 27.68 SY | 1.16 TON
RT. STA. 417+30 | PRIVATE ENTRANCE 1 18 | 8 | 22.83 SY | 0.96 TON
LT. STA. 417+43 | PRIVATE ENTRANCE 1 40" | 8 | 4325 SY | 1.82 TON |
RT. STA. 417+91 | TOWNSHIP_ROAD 2 64° | 10’ | 86.41 SY | 4.84 TON
LT. STA. 419+65 | PRIVATE ENTRANCE 1 17 | 8 | 20.98 SY | 0.88 TON
LT. STA. 435+43 | LAWN LANE 3 | 256 | 20.8"| 81.49 SY | 6.85 TON
LT. STA. 443+87 | THOMPSON STREET 3 1230 17.3] 63.12 SY | 5.30 TON
LT. STA. 445+57 | ALLEY 3 278 | 11.8"| 51.87 SY | 4.36 TON
LT. STA. 449+37 | HOFFMAN STREET 3 | 207" | 21.6'| 71.62 SY | 6.02 TON
LT. STA. 453+50 | SPOONER STREET 3 177 | 21.9°| 67.72 SY | 5.69 TON
RT. STA. 457+75 | WASHINGTON STREET 3 | 17.0' | 21.8’| 66.05 SY | 5.55 TON
LT. STA. 457+94 | WASHINGTON STREET 3 | 22.2' | 21.3'| 74.57 SY | 6.26 TON
RT. STA. 459+78 | WEST STREET 3 | 257" | 21.3'| 83.27 SY | 6.99 TON
LT. STA. 459+78 | WEST STREET 3 | 26.6' | 21.5'| 8577 SY | 7.20 TON
RT. STA. 462+04 | EAST SIREET 3 | 2227 21.9°] 76.91 SY | 6.46 TON
LT. STA. 462+04 |EAST STREET 3 2321 22.2°] 77.29 SY | 6.49 TON

THE QUANTITY OF ASPHALT PLACED IN DETAIL 2 AND DETAIL 3 INTERSECTIONS SHALL BE

PAID FOR AS INCIDENTAL HOT—MIX ASPHALT SURFACING.
THE QUANTITY OF AGGREGATE PLACED IN DETAIL 1
AGGREGATE WEDGE SHOULDER, TYPE B.
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